Product Detail

Isometric View

3 Fasteners (Screws or Nails) per block, each side. (For securing desired curve.)

Sectional View

Flex-C Trac
or Flex-C Plate

Slidable Strap

Wood Block

Side Steel Sheet

11 1/2"

3 5/8" and 6" - Commercial
2"x 4" and 2"x 6" - Residential

Flex-C Header

Specifications

Length: 8'

Widths:
For Wood Studs: 2"x4", 2"x6"
For Steel Studs: 3 5/8", and 6"

Minimum Radius: 18"

<table>
<thead>
<tr>
<th>Thickness</th>
<th>Grade</th>
<th>Coating/Treatment</th>
</tr>
</thead>
<tbody>
<tr>
<td>Side Steel Sheet</td>
<td>16 Ga.</td>
<td>50</td>
</tr>
<tr>
<td>Flex-C Channel</td>
<td>20 Ga.</td>
<td>33</td>
</tr>
<tr>
<td>Flex-C Strap</td>
<td>0.024&quot;</td>
<td>80</td>
</tr>
<tr>
<td>Wood Blocks Commercial*</td>
<td>1 1/2&quot;</td>
<td>#2</td>
</tr>
<tr>
<td>Wood Blocks Residential*</td>
<td>1 1/2&quot;</td>
<td>#2</td>
</tr>
</tbody>
</table>

* Factory installed inside Flex-C Header

Recommended Fasteners

Single Openings:
Screws: #10x1 1/4" self drilling ASTM C954-93-Not Provided
Nails: 0.131"x1 1/2" Positive Placement Heat Treated-Not Provided

Multiple Openings:
Screws: #8 x 1 1/4" self drilling ASTM C954-93- Provided
Nails: 0.131"x1 1/2" Positive Placement Heat Treated- Not Provided

Note: Please refer to the Flex-C Header cut sheet for installation instructions and proper layout instructions which must be followed.